
VISION™ DUAL ACTION CONTROL MECHANISM, 
 FLAT ROD AND ROD GUIDE
The system is mounted inside the sealing area. 
When the swing handle is turned to close, the  
upper flat rod is moving upwards and the lower 
rod downwards. 
The rod can be supplied within the maximum and 
minimum A-dimensions 0-70 mm. 
For three-point locking, a standard cam can be 
used on the control mechanism with an adapter 
(see table).

Handles: Page 1-002.01 /02 /03 /08 and 
1-006.01 /03.
Cams: Page 2-481.

Product marked with * is available on request 
only. 

MATERIAL:
Rod latch: Zinc die cast, zinc plated.
Rod guide: Polyamide (PA6), black.
Rod: Steel, zinc plated.
Adapter: Zinc die cast, zinc plated.

VISION™ CUSTOMIZED ROD LATCH SYSTEM
P/N Description Drawing

131116 Dual action control mechanism a

285025 Rod guide for flat rods, PA6. b

281125 Rod guide for flat rods, zinc. b

282170-AA-LLLL* Rod, flat c

131116-07 Adapter for use of standard cam on 
control mechanism a d

131116-05 Adapter for use of roller cam on control 
mechanism a e

R O D  L AT C H  S Y S T E M S
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.
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Product Datasheet

Buy on-line at the FA Parkes sales portal
www.faparkes.co.uk - your one stop shop! 

FA Parkes (MBF) Limited. Unit 4, Acorn Court, Butts Street, Leigh, Lancashire. WN7 3AE   United Kingdom

Telephone: +44(0)1942 681 996,   Fax: +44(0)1942 681 997,   email: sales@faparkes.co.uk     www.faparkes.co.uk
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