
STAINLESS INSERT FOR QUARTER-TURN LATCH - 18 mm
Insert in stainless steel or acid-proof stain-
less steel. Supplied with screw and washer.

Complete assembly: Page 6-110a.

MATERIAL:
Stainless steel (303) or acid-proof stainless 
steel (316).

STAINLESS INSERT FOR 
 QUARTER-TURN LATCH - 18 mm

P/N SS (303) P/N SS (316) Description View no

223007 - Square 6 1

223008 - Square 7 2

223009 229009 Square 8 3

223010 229010 Square 8 / slotted 4

223011 229011 Square 8 / M6 5

223012 229012 Triangular 7 6

223013 229013 Triangular 8 7

223014 - Triangular 10 8

223016 229016 Double Bit 3 9

223017 229017 Double Bit 5 10

223020 229020 Slotted 11

223041 - Slotted, recessed 12

223047 - Recessed hexagon 8 / 3 mm pin 13

223048 - Recessed square 8 14

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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Product Datasheet

Buy on-line at the FA Parkes sales portal
www.faparkes.co.uk - your one stop shop! 

FA Parkes (MBF) Limited. Unit 4, Acorn Court, Butts Street, Leigh, Lancashire. WN7 3AE   United Kingdom

Telephone: +44(0)1942 681 996,   Fax: +44(0)1942 681 997,   email: sales@faparkes.co.uk     www.faparkes.co.uk
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