
    

STAINLESS / ACID-PROOF T-HANDLE 18 mm
Quarter-turn T-handle in non-locking version. Universal clock-
wise or counter-clockwise rotation when opening / closing. 
Supplied with nut. Protection degree IP65.

Zinc version: Page 2-271.

Cams: Page 2-480, 2-490 and 2-510.
Rods: Page 2-540, 2-541 and 2-545.
Rod guides: Page 2-560 and 2-570.

MATERIAL:
Stainless steel (304) or acid-proof stainless steel (316).

STAINLESS / ACID-PROOF T-HANDLE 18 mm

P/N Material Surface 
treatment X

253050 SS (304) - 37

253067 SS (304) - 47

253550 SS (304) Black 37

259050 SS (316) - 37

S TA I N L E S S  S T E E L
Certified according to ISO 9001:2008 

and EN14001:2004 by BSI. 
All products ROHS-compliant. 

Copyright © 2014, Industrilås i Nässjö AB.

IP65 Protection degree

Universal LH / RH
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Integrated
PUR-gasket

COMBI

Product Datasheet

Buy on-line at the FA Parkes sales portal
www.faparkes.co.uk - your one stop shop! 

FA Parkes (MBF) Limited. Unit 4, Acorn Court, Butts Street, Leigh, Lancashire. WN7 3AE   United Kingdom

Telephone: +44(0)1942 681 996,   Fax: +44(0)1942 681 997,   email: sales@faparkes.co.uk     www.faparkes.co.uk
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