
POLYAMIDE INSERT FOR QUARTER-TURN LATCH - 18 mm
Polyamide inserts for external limitation of the rotation. 
Each insert is supplied with spring and screw.

Housings: Page 2-026.
Cams: Page 2-480, 2-490, 2-510 and 2-520.

Stainless inserts: Page 6-112.

MATERIAL:
Insert: Glass fibre reinforced polyamide (PA6), black.
Spring and screw: Steel, zinc plated.

POLYAMIDE INSERT FOR 
QUARTER-TURN LATCH - 18 mm

P/N Description Drawing

225008 Square 7 1

225009 Square 8 2

225013 Triangular 8 3

225016 Double Bit 3 4

225017 Double Bit 5 5

225020 Slotted 6

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 
All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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Product Datasheet

Buy on-line at the FA Parkes sales portal
www.faparkes.co.uk - your one stop shop! 

FA Parkes (MBF) Limited. Unit 4, Acorn Court, Butts Street, Leigh, Lancashire. WN7 3AE   United Kingdom

Telephone: +44(0)1942 681 996,   Fax: +44(0)1942 681 997,   email: sales@faparkes.co.uk     www.faparkes.co.uk
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