
METAL BRACKET ROD GUIDE
Rod guide supplied with polyamide bushi-
ng, for Ø 8 or Ø 10 mm round rods. For 
screw-on or weld-on mounting. Polyamide 
bushing for low friction and silent move-
ment of the rod.
Custom lengths marked with * are availa-
ble on request only.

NOTE:
A is the distance between the inside face 
of the door and the rod. 

MATERIAL:
Bracket: Steel, zinc plated.
Bushing: Glass fibre reinforced polyamide 
(PA6), black.

ROD GUIDE
P/N Description D A

282123 Rod guide 8 16

282124 Rod guide 8 22

282125 Rod guide 10 15

282126 Rod guide 10 19

282127-AA* Customized rod guide 8 AA (min. 12 mm)

282128-AA* Customized rod guide 10 AA (min. 12 mm)

SEPARATE BUSHING
P/N Description Cut-out E F G H

28212302 Bushing for  
Ø 8 mm rod Ø 11 mm 8,4 9,5 11 16

28212502 Bushing for 
Ø 10 mm rod Ø 13 mm 10,3 11,5 12,9 18

Q U A R T E R - T U R N 
L AT C H I N G  S Y S T E M S

Certified according to ISO 9001:2008 
and EN14001:2004 by BSI. 

All products ROHS-compliant. 
Copyright © 2014, Industrilås i Nässjö AB.
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Product Datasheet

Buy on-line at the FA Parkes sales portal
www.faparkes.co.uk - your one stop shop! 

FA Parkes (MBF) Limited. Unit 4, Acorn Court, Butts Street, Leigh, Lancashire. WN7 3AE   United Kingdom

Telephone: +44(0)1942 681 996,   Fax: +44(0)1942 681 997,   email: sales@faparkes.co.uk     www.faparkes.co.uk
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